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SECTION 10 Lifting & Lashing Points

Working Load Limit Chart

Dia
mm

Working Load Limit
t

M6 0.40 0.15 0.80 0.30 0.21 0.15 0.32 0.23 0.15

M8 0.80 0.40 1.60 0.80 0.56 0.40 0.84 0.60 0.40

M10 1.00 0.40 2.00 0.80 0.56 0.40 0.84 0.60 0.40

M12 2.00 0.75 4.00 1.50 1.05 0.75 1.58 1.13 0.75

M14 3.00 1.00 6.00 2.00 1.40 1.00 2.10 1.50 1.00

M16 4.00 1.50 8.00 3.00 2.10 1.50 3.15 2.25 1.50

M18 5.00 2.00 10.00 4.00 2.80 2.00 4.20 3.00 2.00

M20 6.00 2.30 12.00 4.60 3.22 2.30 4.83 3.45 2.30

M22 7.00 2.80 14.00 5.60 3.92 2.80 5.88 4.20 2.80

M24 8.00 3.20 16.00 6.40 4.48 3.20 6.72 4.80 3.20

M27 10.00 4.00 20.00 8.00 5.60 4.00 8.40 6.00 4.00

M30 12.00 4.50 24.00 9.00 6.30 4.50 9.50 6.80 4.50

M36 16.00 7.00 32.00 14.00 9.80 7.00 14.70 10.50 7.00

M42 24.00 9.00 48.00 18.00 12.60 9.00 18.90 13.50 9.00

M48 32.00 12.00 64.00 24.00 16.80 12.00 25.20 18.00 12.00

Safety factor 1 Leg 2 Legs 2 Legs 3 or 4 Legs 3 or 4 Legs

4

Working Angles 0° 90° 0° 90° 0°<ß<45° 45°<ß<60° 0°<ß<45° 45°<ß<60° Asimm

45° 60°
45° 45°

45° 60°
45° 45°

45° 60°
45° 45°45° 60°

45° 45°
45° 60°

45° 45°

Material Grade 80 alloy steel, quenched and tempered 

Finish Red painted

Standard DIN 580 according to size

Temp. Range -20°C up to +200°C

Safety Factor MBL equals 4 x W.L.L.

Markings COBRA , , material grade, size and traceability code

Certification 2.1 DoC

Cobra Grade 80 Eyenut - 055 Series

L

A

N

D

Product
Code

Part No.
W.L.L.

t
A

mm
D

mm
L

mm
N

mm
Weight

kgs

G80EN6 055-M6 0.4 6 36 36 20 0.05
G80EN8 055-M8 0.8 8 36 36 20 0.05

G80EN10 055-M10 1 10 45 45 25 0.09
G80EN12 055-M12 2 12 54 53 30 0.16
G80EN14 055-M14 3 14 63 62 35 0.24
G80EN16 055-M16 4 16 63 62 35 0.24
G80EN18 055-M18 5 18 72 71 40 0.34
G80EN20 055-M20 6 20 72 71 40 0.36
G80EN22 055-M22 7 22 81 81 45 0.58
G80EN24 055-M24 8 24 90 90 50 0.72
G80EN27 055-M27 10 27 90 90 50 0.8
G80EN30 055-M30 12 30 108 109 60 1.32
G80EN33 055-M33 14 33 108 109 60 1.29
G80EN36 055-M36 16 36 126 128 70 2.1
G80EN39 055-M39 20 39 126 128 70 2.09
G80EN42 055-M42 24 42 144 147 80 3.11
G80EN45 055-M45 28 45 144 147 80 3.05
G80EN48 055-M48 32 48 166 168 90 5.02

GRADE 80 
C


